
Via della Meccanica, 25, 41012 Carpi (MO) - Italy
 +39 059 653274 -  info@giorgiobormac.com

NT 7P Thermistor Probe Penetration
Item Code: 50011122

DATA SHEET

Temperature accuracy (+25...+85 °C)  ±0,5 °C

Temperature accuracy (+25...+85 °C)  ±0,5 °C

Temperature accuracy (+25...+85 °C)  ±0,5 °C

Temperature accuracy (+25...+85 °C)  ±0,5 °C

Temperature accuracy (-40...+125 °C)  ±1 °C

Temperature accuracy (-40...+125 °C)  ±1 °C

Temperature accuracy (-40...+125 °C)  ±1 °C

Temperature accuracy (-40...+125 °C)  ±1 °C

Connection  RCA

Connection  RCA

Connection  RCA

Connection  RCA

Stem diameter  4 mm

Stem diameter  4 mm

Stem diameter  4 mm

Stem diameter  4 mm

Cable length  1.5 m

Cable length  1.5 m

Cable length  1.5 m

Cable length  1.5 m

Stem length  150 mm

Stem length  150 mm

Stem length  150 mm

Stem length  150 mm

Stem material  Stainless Steel

Stem material  Stainless Steel

Stem material  Stainless Steel

Stem material  Stainless Steel

Name  NT7P

Features



Name  NT7P

Name  NT7P

Name  NT7P

Certi6able range  0 ... +150 °C

Certi6able range  0 ... +150 °C

Certi6able range  0 ... +150 °C

Certi6able range  0 ... +150 °C

temperature measurement range  -50 ... + 150 °C

temperature measurement range  -50 ... + 150 °C

temperature measurement range  -50 ... + 150 °C

temperature measurement range  -50 ... + 150 °C

T 90  3

T 90  3

T 90  3

T 90  3

Terminal  Perforating tip

Terminal  Perforating tip

Terminal  Perforating tip

Terminal  Perforating tip
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